a2 United States Patent

Gentry

US009161190B2

US 9,161,190 B2
Oct. 13, 2015

(10) Patent No.:
(45) Date of Patent:

(54)

(71)
(72)
(73)

")

@

(22)

(65)

(63)

(1)

(52)

(58)

METHODS, SYSTEMS, AND COMPUTER
READABLE MEDIA FOR UNIFYING FIXED
AND MOBILE DEVICES VIA THIRD PARTY
CALL CONTROL

Applicant: GENBAND US LLC, Frisco, TX (US)
William D. Gentry, Raleigh, NC (US)

Inventor:

Assignee: GENBAND US LLC, Plano, TX (US)

Notice: Subject to any disclaimer, the term of this
patent is extended or adjusted under 35
U.S.C. 154(b) by O days.
Appl. No.: 13/747,308
Filed: Jan. 22, 2013
Prior Publication Data
US 2013/0137410 A1 May 30, 2013

Related U.S. Application Data

Continuation of application No. 12/950,641, filed on
Nov. 19, 2010, now abandoned.

Int. Cl1.

HO4M 3/42 (2006.01)

HO4W 4/16 (2009.01)

HO4L 29/06 (2006.01)

U.S. CL

CPC ........... HO04W 4/16 (2013.01); HO4L 65/1016

(2013.01); HO4L 65/1063 (2013.01); HO4L
65/1073 (2013.01); H04M 3/42263 (2013.01);
HO4M 2203/1091 (2013.01)
Field of Classification Search
USPC 379/211.02,211.04
See application file for complete search history.

114
ANOTHER PSTN
ENDPOINT
(e.g, MEDIA SERVER)

SIGNALING NODE

MOBILE

DEVICE SUBSCRIBER
1

(e.g., PBX, CLASS §
END OFFICE)
- 120
112
100
= =&
FIXED
ENDPOINT

(56) References Cited
U.S. PATENT DOCUMENTS
5,329,578 A 7/1994 Brennan et al.
5,434,852 A 7/1995 La Porta et al.
6,473,612 Bl 10/2002 Cox et al.
6,853,718 Bl 2/2005 Bedingfield et al.
7,092,385 B2 8/2006 Gallant et al.
7,106,848 Bl 9/2006 Barlow et al.
(Continued)
FOREIGN PATENT DOCUMENTS

EP 0700227 A2 3/1996

WO 2008030514 A2 3/2008

WO 2008060464 A2 5/2008

OTHER PUBLICATIONS

Interview Summary for U.S. Appl. No. 11/937,593 (May 23, 2011).
(Continued)

Primary Examiner — Oleg Asanbayev
(74) Attorney, Agent, or Firm — Fogarty, L.L..C.

(57) ABSTRACT

Methods, systems, and computer readable media for unifying
fixed and mobile devices via third party call control (3PCC)
are disclosed. The method is performed at a dedicated appli-
cation server (AS) that supports a third-party call control
(B3PCC) interface. According to one method, a call addressed
to aunified subscriber identifier associated with a terminating
subscriber is detected, where the terminating subscriber is
associated with two or more terminating endpoints. The call
is offered to each of the terminating endpoints by initiating
signaling to each ofthe terminating endpoints using the 3PCC
interface. One of the terminating endpoints used to answer the
call is detected and the call is redirected to the terminating
endpoint used to answer the call. Signaling messages are sent
to all of the terminating endpoints other than the terminating
endpoint used to answer the call for instructing the terminat-
ing endpoints to release resources associated with the offered
call.

13 Claims, 8 Drawing Sheets

SERVER

APPLICATION §l 106
&

“""\— P
SOFTSWITCH/ NETWORK
GATEWAY

%% 128
SIGNALING NODE

(e.. PBX, CLASS 5 %
END OFFICE) @/104
126

FIXED %
ENDPOINT

SUBSCRIBER
2




US 9,161,190 B2
Page 2

(56) References Cited
U.S. PATENT DOCUMENTS

7,376,112 B2

7,738,644 B2

8,135,124 B2 *
2004/0052350 Al
2005/0063529 Al*
2005/0083948 Al
2006/0077956 Al
2006/0229101 Al
2006/0286984 Al
2007/0116234 Al
2007/0263609 Al
2007/0263610 Al
2007/0263611 Al
2007/0281680 Al
2008/0056475 Al
2008/0119220 Al
2008/0293383 Al
2009/0279683 Al
2010/0232586 Al
2011/0188410 Al

OTHER PUBLICATIONS

5/2008 Liu
6/2010 Brannick et al.
3/2012 Ramanathan et al. ... 379/211.04
3/2004 Jaroker
3/2005 Meldrumetal. ........ 379/211.04
4/2005 Hiroshima et al.
4/2006 Saksena et al.
10/2006 ILaBauve et al.
12/2006 Bonner
5/2007 Schneider et al.
11/2007 Mitchell
11/2007 Mitchell
11/2007 Mitchell
12/2007 Raju et al.
3/2008 Brannick et al.
5/2008 Bhatia
11/2008 Rastas
11/2009 Gisby et al.
9/2010 McCullough et al.
8/2011 Levin et al.

Final Office Action for U.S. Appl. No. 11/937,593 (Apr. 18, 2011).
Non-Final Official Action for U.S. Appl. No. 11/937,593 (Nov. 12,
2010).

Notice of Allowance and Fee(s) Due for U.S. Appl. No. 11/899,412
(Jan. 28, 2010).

Communication of Furopean Publication Number and Information
on the Application of Article 67(3) EPC for European Patent No.
2137947 (Dec. 2, 2009).

Non-Final Official Action for U.S. Appl. No. 11/899,412 (Aug. 11,
2009).

Communication of European publication Number and information
on the application of Article 67(3) EPC for European Patent No.
2067346 (May 13, 2009).

Final Official Action for U.S. Appl. No. 11/899,412 (Mar. 24, 2009).
Interview Summary for U.S. Appl. No. 11/899,412 (Dec. 23, 2008).
Notification of Transmittal of the International Search Report and the
Written Opinion of the International Searching Authority, or the
Declaration for International Application No. PCT/US07/19436 (Jul.
25, 2008).

Non-Final Official Action for U.S. Appl. No. 11/899,412 (Jul. 22,
2008).

Notification of Transmittal of the International Search Retort and the
Written O~inion of the International Searching Authority, or the
Declaration for International Application No. PCT/US07/23643
(Mar. 14, 2008).

Camarillo et al, “Update to the Session Initiation Protocol (SIP)
Preconditions Framework,” RFC 4032, pp. 1-10 (Mar. 2005).
Rosenberg, et al., “Best Current Practices for Third Party Call Con-
trol (3pcc) in the Session Initiation Protocol,” RFC 3725 (Apr. 2004).
Camarillo et al., “Integration of Resource Management and SIP”
RFC 3312, pp. 1-24 (Oct. 2002).

Rosenberg et al., “SIP: Session Initiation Protocol,” RFC 3261, pp.
1-269 (Jun. 2002).

* cited by examiner



US 9,161,190 B2

Sheet 1 of 8

Oct. 13, 2015

U.S. Patent

¢ O Nodana g
¥3g1y4os4ans azxi4 d3414084Ns Enljele

37190

@ INIOdaNT 0017 2 “ M w |
E a3axi4 ]

4 0ZI1 il
‘ (301440 aN3

Y01 _, (301440 N3 G SSY10 ‘Xgd “B9) slg

j mmmwmw zxmn_ "69) \/m_hoz ONITVYNOIS
TYNDIS I/ Nﬁ\@

J
(o)
oy

/H =0

/7 R\

IS
% RN
AVMILYD ; )
MHOMLAN 7 HOLIMSLH0S - — ‘M |
011 Z

j
Em>mm_w<_oms_,m.&
LNIOJAaNT
N1Sd ¥3IHLONY

911

),

/
o|  H3IAY3S
S

901 > NOILYOI1ddY



U.S. Patent Oct. 13, 2015 Sheet 2 of 8 US 9,161,190 B2

MONITOR (i.e., REQUEST NOTIFICATION FROM) A NETWORK | —200
SIGNALING NODE (e.g., PBX OR CLASS 5 END OFFICE) FOR
EVENTS ASSOCIATED WITH A UNIFIED SUBSCRIBER
IDENTIFIER

¥

ROUTE A SESSION TO A UNIFIED SUBSCRIBER IDENTITY, | —202
CAUSING THE SESSION TO TERMINATE TO THE NETWORK
SIGNALING NODE WHICH HOSTS THE FIXED DEVICE
ASSOCIATED WITH THE UNIFIED SUBSCRIBER IDENTITY

204

APPLICATION SERVER
REGISTERED INTEREST IN
TERMINATION EVENTS FOR THE

206
SUBSCRIBER ASSOCIATED WITH THE v
SINGLE SUBSCRIBER
IDENTITY? PROCESS
NORMALLY

GENERATE, AT THE NETWORK SIGNALING NODE, A 208
TERMINATION EVENT AND COMMUNICATE THE
TERMINATION EVENT TO THE APPLICATION SERVER

y

RECEIVE, AT THE APPLICATION SERVER, AN INDICATION OF 210
A TERMINATION EVENT ASSOCIATED WITH A SUBSCRIBER
IDENTIFIED BY THE UNIFIED SUBSCRIBER IDENTIFIER
SERVED BY THE NETWORK SIGNALING NODE

212

FIXED DEVICE
MOBILE

214 OR A MOBILE DEVICE 216
i ANSWER THE i |
IP
RELEASE THE SESSION? RELEASE THE
SESSION TO THE SESSION TO THE
MOBILE DEVICE MOBILE DEVICE

FIG. 2



US 9,161,190 B2

Sheet 3 of 8

Oct. 13, 2015

U.S. Patent

¢ 'DIA

HYHO

1Al = IONISIHd | o

EEREY

~ T30NVD

~3svaay

[

NOILVNILSIA NLSd "3HLO T30NVO

BEERN

RERI )
 —t

SOAT TIVO dvaT1O

IN3IAT 3ISVYITI

0S¢
1143
143

e o e e

H1lvd

T1vO INJNDFSANS J04 31LVLS TTVO NIVLNIVIA

INIAT HIMSNY

NG ILIANI

dnids

¢ d3sn do

(NG ITISOW) TLIANI

NG ITSON OL L ILIANI

_  ——
4 31907 ONILNOYH F1N0IXH

———r
ONILYITY

¢Nd

SIMSNY |

Na ZO_.;\ZHmMD N1Sd d3HL1O Ol 2 ALIANI

~dni3s

IN3IAT NOLLYNINY3L

~ 3svaTad

1443

(443
ore
3ce
9¢et
pee
(423
0ce

{43
9ce
1443
(443
1143
3I¢e
91¢

1483

(453
0I¢
30¢

90¢

INIOdaNd

A_Nze ARS\VARS mmtzoz 20d¢g

~ T dni3s
| ——

¢ ¥dSN STIVO L d3sn

¥0t

20t
00t

NLSd A7190N

NPT zI1

OSI
d3IHLONY N\ N\ AN

N1Sd l<EAN-ES

NOILYDITddY
~901

OIT 801

N\ §SSV10
01

d0O Xgd

701

INIOdANT dJOI4dd0 AN3  LNIOdAN3T

\
001



US 9,161,190 B2

Sheet 4 of 8

Oct. 13, 2015

U.S. Patent

v "'DId

el —  ——

(NHINID JLIANI

Hlvd via3an

Hivd VIddiN ONJ-OL-aNd F19VILOD3N

s e e o e

(NS 3LIANI

BESEREY

~93ONVD

NOILYNILS3a

P

M0 00z

MO 00¢

HAMSNY

(NQ) ILIANI

INIOddNd

-t

dnids

(NG S1I90W) FLIANI

Nd m.:mOﬂO._. L J1IANI

_  ——t
¢ d4SN d04 219071 DNILNOY 21LN03XT

(NYAID TTvD 1D3743a

N.LSd ¥3H10

 ———_t

ONILYTTY
ZNd

T3ONVYO

NG NOILYNILS3A NLSd 43HLO OL Z ALIANI

~ani3s

INIAD NOLLYNIWYEL

——

La4%
vy
Ovy

gty
9ty
143%

ey
oty

8y
acy
14494
Y
0Ty
81y
oty
viv

cly
01y
80¥

S0y

—

dnNi4as
 —————<vo

¢ Jd3SN ST1vO | ¥3SN

(gNQ) LYV1S HOLINOW 02dE
1 I

oV

(44
ooy

N1Sd
HIHIONY
pNat!

J11dON

\

(418!

OSIN

OI1

N1Sd

H3AH3S

N\ NOILVYOIddV

801

901

. §SSVIO ¥O Xad

¥01

201

INIOdANT 301440 dN3  INIOdAN3

N
001



U.S. Patent Oct. 13, 2015 Sheet 5 of 8 US 9,161,190 B2

MONITOR (i.e., REQUEST NOTIFICATION FROM) A NETWORK | — 200
SIGNALING NODE (e.g., PBX OR CLASS 5 END OFFICE) FOR
EVENTS ASSOCIATED WITH A UNIFIED SUBSCRIBER
IDENTIFIER

Y

ORIGINATE A SESSION FROM A FIXED DEVICE ASSOCIATED | —202
WITH THE UNIFIED SUBSCRIBER IDENTITY HOSTED BY A
NETWORK SIGNALING NODE

504

APPLICATION SERVER
REGISTERED INTEREST IN
ORIGINATION EVENTS FOR THE

506
SUBSCRIBER ASSOCIATED WITH THE v
SINGLE SUBSCRIBER
IDENTITY? PROCESS
NORMALLY

COMMUNICATE AN ORIGINATION EVENT NOTIFICATION TO | —308
THE APPLICATION SERVER USING THE 3PCC PROTOCOL

Y

REDIRECT THE SESSION ORIGINATING FROM THE MOBILE | —>10
DEVICE TO THE APPLICATION SERVER

FIG. 5
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PROVIDE AN ACTIVE SESSION ON AT LEAST ONE OF A |—000
FIXED DEVICE AND A MOBILE DEVICE

DOES THE
SUBSCRIBER WISH TO MOVE THE

CALL/SESSION TO A DIFFERENT 604
DEVICE? v J
PROCESS
NORMALLY

INITIATE A CALL GRABBER SERVICE PROVIDED BY ONE OR | — 006
MORE APPLICATION SERVERS

Y

CORRELATE THE INCOMING CALL GRABBER SESSIONTO | —608
THE ACTIVE SESSION THAT IS TO BE GRABBED

Y

NEGOTIATE AN END-TO-END MEDIA PATH BETWEEN 610
THE REMOTE PARTY AND THE DEVICE THAT IS
GRABBING THE CALL

Y

RELEASE THE SESSION FOR THE OTHER DEVICE THAT 612
WAS PREVIOUSLY CONNECTED TO THE SESSION

FIG. 6
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METHODS, SYSTEMS, AND COMPUTER
READABLE MEDIA FOR UNIFYING FIXED
AND MOBILE DEVICES VIA THIRD PARTY

CALL CONTROL

This application is a continuation of pending U.S. patent
application Ser. No. 12/950,641, filed Nov. 19, 2010, the
contents of which are hereby incorporated herein by refer-
ence in their entirety.

TECHNICAL FIELD

The subject matter described herein relates to communica-
tions between fixed and mobile devices. More specifically,
the subject matter relates to methods, systems, and computer
readable media for unifying fixed and mobile devices via
third party call control.

BACKGROUND

As the number of communications devices has increased,
and with it the number of network identities associated with
individual users, there exists an increased desirability for a
single identity that can be used in sessions across all of a
user’s communication devices, both fixed and mobile, along
with a consistent set of voice and multi-media applications
that can be leveraged for all devices.

One conventional solution for providing such a single iden-
tity in SIP-based pre-IMS networks, as well as 3GPP-based
IMS networks, includes having both the fixed and mobile
devices register with the same application server. For
example, all fixed and mobile clients may be required to
register with SIP application servers using the same identity.
However, this solution has several drawbacks such as inflex-
ibility in the identities selectable by a user and interoperabil-
ity difficulties between various types of networks and
devices. Additionally, while third party call control interfaces
currently exist on PBX and other end office nodes, these
interfaces are not currently used to create a single identity for
subscribers across both fixed and mobile devices.

Accordingly, in light of these difficulties, a need exists for
improved methods, systems, and computer readable media
for unifying fixed and mobile devices without excessive use
of telephony resources.

SUMMARY

Methods, systems, and computer readable media for uni-
fying fixed and mobile, devices via third party call control
(3PCC) are disclosed. The method is performed at a dedicated
application server (AS) that supports a third-party call control
(3PCC) interface. According to one method, a call addressed
to aunified subscriber identifier associated with a terminating
subscriber is detected, where the terminating subscriber is
associated with two or more terminating endpoints. The call
is offered to each of the terminating endpoints by initiating
signaling to each of the terminating endpoints using the 3PCC
interface. One of the terminating endpoints used to answer the
call is detected and the call is redirected to the terminating
endpoint used to answer the call. Signaling messages are sent
to all of the terminating endpoints other than the terminating
endpoint used to answer the call for instructing the terminat-
ing endpoints to release resources associated with the offered
call.

A system for unifying fixed and mobile devices via third
party call control is also disclosed. The system includes a
third-party call control (3PCC) interface for detecting a call
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addressed to a unified subscriber identifier associated with a
terminating subscriber, where the terminating subscriber is
associated with two or more terminating endpoints. The
3PCC interface is configured to offer the call to each of the
terminating endpoints by initiating signaling to each of the
terminating endpoints. The 3PCC interface is further config-
ured to detect one of the terminating endpoints used to answer
the call. A communications module is configured to redirect
the call to the terminating endpoint used to answer the call and
to send signaling messages to all of the terminating endpoints
other than the terminating endpoint used to answer the call for
instructing the terminating endpoints to release resources
associated with the offered call.

The subject matter described herein for unifying fixed and
mobile devices via third party call control may be imple-
mented using a non-transitory computer readable medium to
having stored thereon executable instructions that when
executed by the processor of a computer control the processor
to perform steps. Exemplary non-transitory computer read-
able media suitable for implementing the subject matter
described herein include chip memory devices or disk
memory devices accessible by a processor, programmable
logic devices, and application specific integrated circuits. In
addition, a computer readable medium that implements the
subject matter described herein may be located on a single
computing platform or may be distributed across plural com-
puting platforms.

TERMINOLOGY

As used herein, the term “third party call control” or
“3PCC” refers to the ability of one entity to create a call/
session in which communication is actually between other
parties. In the traditional telephony context, third party call
control allows one entity (i.e., the controller) to set up and
manage a communications relationship or telephone call
between two or more other parties. For example, third party
call control may be used for operator services (where an
operator creates a call that connects two participants together)
and call conferencing. Third party call control is possible
using the mechanisms specified within the Session Initiation
Protocol (SIP) and can include the traditional ones on the
PSTN, but also new ones such as click-to-dial and next Gen-
eration 9-1-1. Click-to-dial allows a user to click on a web
page to speak to a customer service representative. The web
server then creates a call between the user and a customer
service representative. The call can be between two phones, a
phone and an IP host, or two IP hosts. Next Generation 9-1-1
allows for re-connection of a media stream to an alternate end
point if the original destination end point becomes unavail-
able without dropping the original emergency call (which has
a separate media stream to the 3PCC server). 3PCC is
described in more detail in Ecma technical report (TR)-87,
telephony application programming interface (TAPI), tele-
phony server application programming interface (TSAPI),
javatelephony application programming interface (JTAPI) as
well as the following Internet engineering task force (IETF)
request for comments (RFCs): RFC 3261—SIP: Session Ini-
tiation Protocol, RFC 3312—Integration of Resource Man-
agement and Session Initiation Protocol (SIP), RFC 3725—
Best Current Practices for Third Party Call Control (3pcc) in
the Session Initiation Protocol (SIP), RFC 4032—Update to
the Session Initiation Protocol (SIP) Preconditions Frame-
work, which are incorporated by reference herein in their
entireties.

As used herein, the term “unified subscriber identity”
refers to any type of unique address for a user, such as a
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directory number (DN). A unified subscriber identity may
include an existing address, such as a user’s home or work
telephone number. A unified subscriber identity may encom-
pass multiple identifiers or addresses associated with a user or
device.

As used herein, the term “endpoint” refers to a point of
termination (i.e., communications device) for a communica-
tions session, such as a landline telephone, SIP phone, mobile
phone (cellular or otherwise).

As used herein, the term “fixed” refers to a state of being
stationary, attached, established, or stable in terms of physical
and/or logical location.

As used herein, the term “mobile” refers to a state of
moving, capable of moving, or being moved from one loca-
tion to another location.

As used herein, the term “node” is a connection point
(communications device) in a communications network such
as a redistribution point or a communication endpoint. A
physical network node, therefore, is an active electronic
device that is attached to a network, and is capable of sending,
receiving, or forwarding information over a communications
channel. In the fixed telephone network, a node may be a
public or private telephone exchange, a remote concentrator,
or a computer providing an intelligent network service. In
cellular communication, switching points and databases such
as the Base station controller, Home Location Register, Gate-
way GPRS Support Node (GGSN), and Serving GPRS Sup-
port Node (SGSN) are examples of nodes. Other exemplary
nodes may include MSCs, STPs, SCPs, SSRs, and ASs.

Asused herein, the term “originate” refers to the process of
creating or bringing into being a call or session.

As used herein, the term “terminate” refers to the process
of ending or concluding a call or session.

As used herein, the terms “deflect” “deflecting” and
“deflection” refer to the process of diverting a call or session
from a first destination endpoint to a second destination end-
point before the call or session is answered by the first desti-
nation endpoint.

As used herein, the term “transfer” refers to the process of
diverting a call or session from a first destination endpoint to
a second destination endpoint after the call or session is
answered by the first destination endpoint.

As used herein, the term “grab” refers to the process of
requesting the diversion or transfer of a call or session from a
first destination endpoint to a second destination endpoint.

Asused herein, the term “redirect” refers to any of: deflect-
ing, transferring, and grabbing.

As used herein, the term “instruct” refers to signaling or
communicating a task to be performed. For example, a first
node may instruct a second node by sending one or more
messages to the second node.

As used herein, the term “alert” refers to the process of a
device performing an action intended to make the user aware
of a session (e.g., ringing) when the session is offered to a
device associated with the user.

As used herein, the term “page” refers to the process of
locating a registered mobile client within the radio access
network.

As used herein, the term “service” refers to a set of related
software functionality, together with the policies that control
its usage. Services may be deployed and used on the Internet
(or private IP networks) and may also be accessed from tra-
ditional circuit switched networks. Exemplary services
include voice over IP (VoIP), IP television (IPTV), presence,
instant messaging, and location-based services.

Asused herein, the term “registration” refers to a represen-
tation of a dynamic piece of state information maintained by
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the network. A registrar is a server that accepts registrations
from users and stores the registrations in a database known as
a location service database.

As used herein, the terms “register” and “registering” refer
to the process of recording or associating a user with a par-
ticular location and/or IP address in a database. Registering
allows a user agent to create, modity, and delete registrations.

Asused herein, the term “session” refers to a packet stream
compatible with the session initiation protocol (SIP). Exem-
plary packet streams may include real time transport protocol
(RTP) packets for carrying voice and/or video content.

BRIEF DESCRIPTION OF THE DRAWINGS

The subject matter described herein will now be explained
with reference to the accompanying drawings of which:

FIG. 1 is a system diagram showing exemplary compo-
nents for unifying fixed and mobile devices via third party call
control according to an embodiment of the subject matter
described herein;

FIG. 2 is a flow chart showing an exemplary process for
terminating a session to one of a fixed and a mobile device via
unified third party call control according to an embodiment of
the subject matter described herein;

FIG. 3 is a message sequence diagram showing an exem-
plary process for unifying fixed and mobile devices via third
party call control where the mobile device answers the ses-
sion according to an embodiment of the subject matter
described herein;

FIG. 4 is a message sequence diagram showing an exem-
plary process for unifying fixed and mobile devices via third
party call control via third party call control where the fixed
device answers the session according to an embodiment of the
subject matter described herein;

FIG. 5 is a flow chart showing an exemplary process for
unifying fixed and mobile devices via third party call control
for a session originating from a unified subscriber identity
according to an embodiment of the subject matter described
herein;

FIG. 6 is a flow chart showing an exemplary process for
grabbing a call/session by a fixed endpoint from a mobile
device according to an embodiment of the subject matter
described herein;

FIG. 7 is a message sequence diagram showing an exem-
plary process for a mobile device grabbing a call/session from
a fixed endpoint according to an embodiment of the subject
matter described herein; and

FIG. 8 is a message sequence diagram showing an exem-
plary process for a fixed endpoint grabbing a call/session
from a mobile device according to an embodiment of the
subject matter described herein.

DETAILED DESCRIPTION

The subject matter described herein includes methods, sys-
tems, and computer readable media for unifying fixed and
mobile devices via third party call control. This includes
maintaining a single identity across multiple fixed and/or
mobile devices including fixed (VoIP or TDM) endpoints that
are not registered with a SIP application server. Such end-
points can include endpoints associated with PBX nodes
within corporate networks, soft switches which host VoIP and
TDM endpoints, and traditional telephony TDM end offices.
The subject matter described herein accomplishes this by
integrating third-party call control interfaces with offboard
application servers to allow the user to leverage a single set of
screening/routing services for all devices, extend a session to
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amobile, and instruct the node which hosts the fixed device to
deflect the call to the application server for final connection
establishment. For example, an application server logically
sitting above all other network nodes necessary for connect-
ing the various fixed and mobile endpoints that may be asso-
ciated with the user may be specially dedicated for the pur-
pose of performing unified third party call control. Moreover,
users may designate one of their existing subscriber identifi-
ers (e.g., their home telephone number) as their unified sub-
scriber identity used to unify all of their services, where the
user’s other subscriber identifiers (e.g., SIP URI, email
address, work telephone number, etc.) may be associated with
the unified subscriber identifier in the dedicated AS. Accord-
ing to other embodiments, the subject matter described herein
also provides for an existing session to be grabbed from one
device to the other as needed by the subscriber. Specific
non-limiting examples of various embodiments will now be
described in greater detail below.

System

FIG. 1 is a system diagram showing exemplary compo-
nents for unifying fixed and mobile devices via third party call
control according to an embodiment of the subject matter
described herein. Referring to FIG. 1, fixed endpoint 100 may
include a conventional landline telephone and may be asso-
ciated with a first subscriber. It may be appreciated that fixed
endpoint 100 can leverage any one of a variety of access
interfaces (e.g., VoIP or TDM-based).

Signaling node 102 may support a third-party call control
interface and host fixed endpoint 100. Signaling node 102
may take the form of a public branch exchange (PBX), class
5 end office switch, call server, soft switch, or telephony time
division multiplexed (TDM) node. A single identity may be
defined (i.e., unified subscriber identity), on signaling node
102 which hosts fixed endpoint 100, for each user from
among a plurality of users. This single identity typically takes
the form of a directory number (DN), but may include any
type of unique address for the user.

Fixed endpoint 104 may be the same as fixed endpoint 100
with the exception that fixed endpoint 104 may be associated
with a different subscriber and, therefore, may be served by a
different signaling node.

SIP application server 106 is a network communications
node that hosts and executes services, and may interface with
one or more S-CSCFs using SIP. An application server may
be used to provide uniform services across the fixed endpoint
and mobile endpoint. The application server leverages the
3PCC interface to register interest in a specific endpoint and
receive notifications whenever telephony sessions originate
or terminate to the fixed endpoint. The application server may
leverage the 3PCC interface to request notification events
whenever a session originates or terminates to the fixed end-
point, as well as progress of such sessions.

The 3PCC interface can take any one of several forms,
including TR-87 and TAPI-based 3PCC interfaces.

Public switched telephone network (PSTN) 108 is circuit-
switched network collection of interconnected public tele-
phone networks that was designed primarily for voice traffic.

Mobile switching center (MSC) 110 is the primary service
delivery node for GSM/CDMA and is responsible for routing
voice calls and SMS as well as other services. MSC 110 may
be responsible for setting up and releasing end-to-end con-
nections, handling mobility and hand-over requirements dur-
ing calls, and taking care of charging and real time pre-paid
account monitoring. It may be appreciated that the subject
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matter described herein may be applied to both pre-IMS and
IMS configurations where the mobile device is accessed via
an IMS core network.

Mobile device 112 may include a cellular telephone, smart
phone, PDA, or similar mobile communications endpoint. It
is appreciated that a single subscriber may be associated with
multiple endpoints, such as fixed endpoint 100 (work phone)
and mobile device 112 (cell phone).

Media server 114 may refer to a device configured to pro-
vide a variety of functions. A media resource function (MRF)
may provide media related functions such as media manipu-
lation (e.g. voice stream mixing) and playing of tones and
announcements. Each MRF may be further divided into a
media resource function controller (MRFC) and a media
resource function processor (MRFP). The MRFC may
include a signaling plane node that interprets information
received from an AS and S-CSCF to control the MRFP. The
MRFP may include a media plane node used to mix, source,
or process media streams as well as to manage access rights to
shared resources. The media resource broker (MRB) may
include a functional entity that is responsible for both collec-
tion of appropriate published MRF information and supply-
ing of appropriate MRF information to consuming entities
such as the AS. The MRB can be used in two modes: query
mode and in-line mode. For query mode, the AS may query
the MRB for media and, using the response of MRB, may set
up the call. For in-line mode, the AS may send a SIP INVITE
to the MRB and the MRB may set up the call.

Internet protocol (IP) network 116 is a network that uses
the IP protocol, which is part of the TCP/IP protocol suite.
This includes the Internet, private LANs, and other packet-
switched data and voice networks.

Softswitch/gateway 118 is a central device in a telecom-
munications network which connects telephone calls from
one phone line to another, entirely by means of software
running on a computer system. This work was formerly car-
ried out by hardware, with physical switchboards to route the
calls. A softswitch is typically used to control connections at
the junction point between circuit and packet networks

First subscriber 120 may include a user capable of using an
endpoint in order to communicate with other users (via other
endpoints) in a communications network. It may be appreci-
ated that first subscriber 120 may be associated with a plural-
ity of both mobile and fixed communications devices. For
example, first subscriber 120 may be associated with a home
landline telephone having a fixed home telephone number, a
home cellular phone having a mobile home number, a work
VoIP phone having a fixed work number, and a work Black-
berry™ having a mobile work number.

Base transceiver station (BTS) 122 facilitates wireless
communication between user equipment (UE) and a network.
UEs are devices like mobile phones (handsets), WLL phones,
computers with wireless Internet connectivity, WiFi and
WiMAX gadgets etc. The network can be that of any of the
wireless communication technologies like GSM, CDMA,
WLL, WAN, WiFi, WIMAX etc. BTS is also referred to as the
radio base station (RBS), node B (in 3G Networks) or, simply,
the base station (BS).

Base station controller (BSC) 124 handles allocation of
radio channels, receives measurements from the mobile
phones, and controls handovers from BTS to BTS (except in
the case of an inter-BSC handover in which case control is in
part the responsibility of the anchor MSC). A single BSC may
have tens or even hundreds of BTSs under its control. One
function of BSC 124 may be to act as a concentrator where
many different low capacity connections to BTSs (with rela-
tively low utilization) become reduced to a smaller number of
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connections towards the mobile switching center (MSC)
(with a high level of utilization). BSC 124 may also provide
all the required data to the operation support subsystem
(OSS) as well as to the performance measuring centers.

Second subscriber 126 may include a user similar to first
subscriber 120 described above. However, it may be appreci-
ated that second subscriber 126 may belong to different (or
the same) network(s) as first subscriber 120 and may be
associated with different devices and/or subscriber identifiers
(e.g., telephone numbers, URIs, etc.)

Terminations to a Unified Subscriber Identity

FIG. 2 is a flow chart showing an exemplary process for
terminating a session between unified fixed and mobile
devices via third party call control according to an embodi-
ment of the subject matter described herein. Referring to FIG.
2, at step 200, a network signaling node may be monitored for
events associated with a unified subscriber identifier. For
example, an application server may request notification of
(e.g., subscribe to) events such as reception of a SIP INVITE
message associated with some subscriber identifiers served
by a signaling node (e.g., a public branch exchange (PBX) or
class 5 end office) but not other subscriber identifiers.

At step 202, the session may be routed to a unified sub-
scriber identity, which may cause the session to terminate at
the node which hosts the fixed device associated with the
unified subscriber identity. For example, originating endpoint
may create a session addressed to DN +1-202-533-1234
which is terminated at node 102.

At step 204, signaling node 102 may determine whether an
application server has registered to receive notification of
(i.e., registered interest in) termination events for the unified
subscriber identity. If no application server has registered to
receive notification of termination events for the subscriber
associated with the session, control may proceed to step 206
where the session may be processed normally. However, if the
session is associated with a unified subscriber identifier for
which an application server has registered to receive notifi-
cation of termination events, control may proceed to step 208.

At step 208, using the 3PCC protocol, the signaling node
(e.g., PBX or class 5 end office) may generate) a termination
event notification which may be communicated to application
server 106. At step 210, the notification of the termination
event associated with the subscriber identified by the unified
subscriber identifier served by signaling node 102 may be
received by application server 106. In this example, because
application server 106 has registered with node 102 request-
ing notification of termination events associated with DN
+1-202-533-1234, signaling node 102 may send termination
event notification to application server 106 indicating that a
session addressed to DN +1-202-533-1234 has been received.

At step 212, upon receiving the termination event notifica-
tion, application server 106 may execute screening and rout-
ing logic in order to determine how the session should ulti-
mately terminate and whether it should be forked to multiple
destinations. Depending on the capabilities of the 3PCC pro-
tocol, application server 106 may proceed to offer the session
to the fixed endpoint, or may suspend the session for a short
period of time in order to give application server 106 the
opportunity to execute services. Unless application server
106 responds otherwise, the session may be offered to the
fixed endpoint, and alerting is provided to the fixed endpoint.
In one embodiment, application server 106 may create a new
call session to the subscriber’s mobile endpoint by leveraging
the DN of the mobile endpoint. This session may be routed by
application server 106 to the wireless network which serves

10

25

30

40

45

8

the subscriber’s mobile endpoint. Mobile device 112 may be
paged and alerted. At this point, both subscriber’s fixed end-
point 104 and mobile endpoint 112 are alerting. Application
server 106 may also leverage media server 114 to generate
comfort noise, tone, or announcement that may eventually be
connected to mobile endpoint 112 when it answers. This will
alert the subscriber that a call is being delivered to their device
during the short interval when the final connection is being
negotiated.

At step 214, if the fixed device answers the session, an
answer notification may be delivered using a 3PCC protocol
interface to application server 106. Upon receiving the
answer notification, application server 106 may release the
session to the subscriber’s mobile device. Signaling messages
may be sent to all of the terminating endpoints other than the
terminating endpoint used to answer the call for instructing
the terminating endpoints to release resources associated with
the offered call. For example, fixed endpoint 104 may deliver
answer notification message to application server 106 and, in
response, application server 106 may send a session Release
message to mobile endpoint 112. It may be appreciated that
the application server 106 may continue to maintain state
information for the active session so that it can be made
visible to services running on application server 106 (such as
presence-based services).

At step 216, if mobile device 112 answers the session,
application server 106 may detect the answer signal and may
begin to establish a media connection between fixed endpoint
100 and mobile device 112. It may be appreciated that while
this connection is being formed, the subscriber may be con-
nected to comfort tones or announcements generated by
media server 114.

Establishment of a media connection may involve applica-
tion server 106 using the 3PCC interface to instruct signaling
node 102 to deflect the session away from fixed endpoint 104
and instead route it to a temporary location DN (TLDN)
provided by application server 106. This TLDN may be man-
aged as a pooled resource by application server 106, and may
be temporarily associated with the specific session. For
example, application server 106 may detect answer signal
from mobile endpoint 112 and, in response, send a deflect
session message that includes TLDN +1-808-577-9876 to
fixed endpoint 104. Node 102 may respond by deflecting the
session. The alerting session to fixed endpoint 104 may be
released, and the call may be redirected to the TLDN provided
by application server 106. The TLDN may be routed through
the interconnect network to application server 106. The inter-
connect network can take any one of a variety of forms,
including for example public switched telephone network
(PSTN) 108 or a private network. When the redirected call
arrives at application server 106, the TLDN may be used to
correlate it to the session that was previously created for
mobile device 112. Application server 106 may then negotiate
an end-to-end media path between fixed endpoints 100 and
104. The state of the active session may be maintained by
application server 106 and may be represented to other ser-
vices running on the server (e.g., presence-based services).

FIG. 3 is a message sequence diagram showing an exem-
plary process for terminating a session between unified fixed
and mobile devices via third party call control according to an
embodiment of the subject matter described herein. Referring
to FIG. 3, at step 300, application server 106 may begin
monitoring fixed endpoints connected to, served by, or oth-
erwise associated with signaling node 102 via the 3PCC
interface.
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At step 302, fixed endpoint 100 makes a call to destination
subscriber 126, as identified by his or her unified subscriber
identifier.

At step 304, fixed endpoint 100 may send a call setup
message to signaling node 102 that includes the unified sub-
scriber identifier for subscriber 126.

At step 306, in response to receiving the Setup message,
signaling node 102 may send a termination event message to
application server 106 (which was requested by application
server 106 in step 300).

At step 308, signaling node 102 may send a setup message
to fixed endpoint 104 in an attempt to connect the call.

At step 310, routing logic for subscriber 126 may be
executed on application server 106.

Atstep 312, fixed endpoint 104 may perform DN2 alerting.
For example, the endpoint begins to ring in order to notify the
user of the incoming call or session.

At step 314, application server 106 may send a first SIP
INVITE message to PSTN 108 destined for a mobile DN
associated with the unified subscriber identity.

At step 316, the first INVITE message may be forwarded
from PSTN 108 to MSC 110 and ultimately, for delivery to
the mobile subscriber. At step 318, application server 106
may initiate a session to one or more additional PSTN desti-
nations, such as the user’s home phone or some other device
the user would also like the call to be offered to.

At step 320, application server 106 may send a second SIP
INVITE message to PSTN 108 that is addressed to another
PSTN node, such as PSTN node 114.

At step 322, the second INVITE message may be for-
warded by PSTN 108 to other PSTN node 114.

In the scenario shown in FIG. 3, the called user chooses to
answer the call using his or her fixed endpoint. Therefore, at
step 324, fixed endpoint 104 may send an Answer message to
signaling node 102 and, at step 326, signaling node 102 may
return an Answer event message to application server 106.

At step 328, application server 106 may begin the process
of clearing all other call legs, which are not needed because
subscriber 126 has answered using fixed endpoint 104. For
example, at step 330, application server 106 may send a first
CANCEL message to PSTN 108 for canceling the call to
mobile device 112. At step 332, the CANCEL message is
forwarded by PSTN 108 to MSC 110 and, at step 334, MSC
may formulate and deliver a Release message to mobile
device 112. Additionally, application server 106 may send a
second CANCEL message destined for PSTN node 114 for
canceling the comfort noise, tone, or announcement services
that are no longer needed. For example, at step 336, applica-
tion server 106 may send the second CANCEL message to
PSTN 108 which, at step 338, may forward the second CAN-
CEL message to PSTN node 114.

At step 340, application server may optionally maintain
call state information for subsequent call grabs.

Because subscriber 126 has answered the call using fixed
endpoint 104, at step 342, a media path may be established
between calling fixed endpoint 100 and called fixed endpoint
104. When the call is completed, subscriber 120 may hang up
and begin the process of tearing down the call. For example,
at step 344, fixed endpoint 100 may send a Release message
to signaling node 102 and, at step 346, signaling node 102
may send a Release event message to application server 106.
In response, at step 348, application server 106 may store an
indication Presence=Idle. Finally, at step 350, signaling node
102 may send a Release message to fixed endpoint 104 and
the call may be ended.

FIG. 4 is a message sequence diagram showing an exem-
plary process for terminating a session between unified fixed
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and mobile devices via third party call control according to an
embodiment of the subject matter described herein. Referring
to FIG. 4, it may be appreciated that steps 400-420 are the
same as steps 300-320 in FIG. 3. However, in contrast to the
scenario illustrated in FIG. 3 where subscriber 120 answered
the call using his or her fixed endpoint, in FIG. 4 subscriber
120 answers the call from his or her mobile device. For
example, at step 400, application server 106 may begin moni-
toring fixed endpoints connected to, served by, or otherwise
associated with signaling node 102 via the 3PCC interface.

At step 402, fixed endpoint 100 makes a call to destination
subscriber 126, as identified by his or her unified subscriber
identifier.

At step 404, fixed endpoint 100 may send a call setup
message to signaling node 102 that includes the unified sub-
scriber identifier for subscriber 126.

At step 406, in response to receiving the Setup message,
signaling node 102 may send a termination event message to
application server 106 (which was requested by application
server 106 in step 400).

At step 408, signaling node 102 may send a setup message
to fixed endpoint 104 in an attempt to connect the call.

At step 410, routing logic for subscriber 126 may be
executed on application server 106.

At step 412, fixed endpoint 104 may perform DN2 alerting.
For example, the endpoint begins to ring in order to notify the
user of the incoming call or session.

At step 414, application server 106 may send a first SIP
INVITE message to PSTN 108 destined for a mobile DN
associated with the unified subscriber identity.

At step 416, the first INVITE message may be forwarded
from PSTN 108 to MSC 110 and ultimately, for delivery to
the mobile subscriber.

At step 418, MSC 110 may send a Setup message to mobile
device 112.

At step 420, application server 106 may send a second SIP
INVITE message to initiate a session to one or more addi-
tional PSTN destinations, such as the user’s home phone or
some other device the user would also like the call to be
offered to. At step 422, the INVITE message is forwarded by
PSTN 108 to PSTN node 114 for providing these services.

As mentioned above, in contrast to the scenario shown in
FIG. 3, subscriber 126 may answer the call at his or her
mobile device. Therefore, at step 424, mobile device 112 may
send an Answer message to MSC 110.

At step 426, MSC 110 may send a 200 OK message to
PSTN 108 and PSTN 108 may, at step 428, forward the 200
OK message to application server 106.

At step 430, application server 106 may cancel other call
legs or landline-associated call signaling because they are no
longer needed. For example, application server 106 may send
aCANCEL message to PSTN 108 and, at step 432, PSTN 108
may forward the CANCEL message to PSTN node 114.

At step 434, application server 106 may deflect the call to
mobile device 112 by sending a Deflect Call message includ-
ing an International mobile routing number (IMRN) to PBX
102.

At step 436, signaling node 102 may send a Release mes-
sage to fixed endpoint 104 and, at step 438, PBX 102 may
redirect the call to the IMRN provided earlier. In a SIP
embodiment, signaling node 102 may send a SIP INVITE
message including the IMRN to PSTN 108. However, any
suitable PBX protocol, such as primary rate interface (PRI), Q
signaling (QSIG), and H.323 may also be used without
departing from the scope of the subject matter described
herein.
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At step 440, PSTN 108 may forward the INVITE message
to application server 106 and, at step 442, application server
106 may negotiate an end-to-end media path between fixed
endpoint 100 and subscriber 126 at mobile device 112.
Finally, at step 444, the media path has been established
between the two endpoints and the call/session may be con-
ducted (call/session teardown signaling messages omitted for

simplicity).

Session Originating from a Unified Subscriber
Identity

FIG. 5 is a flow chart showing an exemplary process for
unifying fixed and mobile devices via third party call control
for a session originating from a unified subscriber identity
according to an embodiment of the subject matter described
herein. Referring to FIG. 5, at step 500, a network signaling
node may be monitored for events associated with a unified
subscriber identifier. For example, an application server may
request notification of (e.g., subscribe to) events such as
reception of a SIP INVITE message associated with some
subscriber identifiers served by a signaling node (e.g., a pub-
lic branch exchange (PBX) or class 5 end office) but not other
subscriber identifiers.

At step 502, a session may be originated from a fixed
device associated with a unified subscriber identifier hosted
by a network signaling node. The subscriber can originate a
new session using any fixed or mobile device which shares the
identity.

At step 504, it is determined whether an application server
has registered interest in origination events for the subscriber
associated with the unified subscriber identity.

If'the session is not originated by a fixed device associated
with a subscriber identifier for which an application server
has registered interest in origination events, control may pro-
ceed to step 506 where the session may be processed nor-
mally. This may include routing the session to a destination
mobile device.

However, if the session is not originated by a fixed device
associated with a subscriber identifier for which an applica-
tion server has registered interest in origination events, con-
trol may proceed to step 508. At step 508, an origination event
notification may be communicated to the application server
using the 3PCC protocol. For example, sessions originating
from the fixed device may be processed by the node which
hosts the fixed device using existing call setup routines. As a
part of the origination, an origination event notification may
be communicated using the 3PCC protocol to the application
server. The application server may maintain this state infor-
mation and represent it to other services running on the server
(such as presence-based services).

At step 510, in response to receiving the origination event
notification, the signaling node may redirect the session from
the mobile device to the application server. Sessions originat-
ing from the mobile device may be redirected to the applica-
tion server so that they can be processed using the single
identity of the subscriber. It may be appreciated that, by
redirecting sessions to the application server, the terminating
party is not aware of the specific device which the subscriber
uses to create the call. Several methods exist for redirecting a
call to an application server. These include leveraging a soft-
ware application (client) running on the mobile device to
redirect the call, using an intelligent network (IN)-based ser-
vice node to redirect the origination to the application server,
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or using translations and routing services defined natively
within the wireless carrier’s network to route the call.

Call Grabbing

Once the subscriber has an active session on one device, the
subscriber may move or “grab” the call to a different device
by leveraging a call grabber service. Call grabber service may
be provided by SIP application server(s) and work between
clients registered on the server. The call grabber service can
be leveraged when the fixed endpoint is hosted by other
telephony nodes, such as a PBX, a softswitch, or an end-office
telephony node.

FIG. 6 is a flow chart showing an exemplary process for
grabbing a call/session by a fixed endpoint from a mobile
device according to an embodiment of the subject matter
described herein. Referring to FIG. 6, at step 600, an active
session is provided on at least one of a fixed device and a
mobile device. It may be appreciated that as a precondition to
performing a call grab, an active session exists and the appli-
cation server has received state notifications of the session via
the 3PCC interface.

At step 602, it may be determined whether the subscriber
desires to move the call or session to a different device than
the one currently used for conducting the call. If it is deter-
mined that the subscriber does not wish to move the call to
another device, then control may proceed to step 604 where
the call may proceed normally using the existing device.

However, if the subscriber wishes to move the call to
another device, which may be associated with the current
device via the unified subscriber identity, control may pro-
ceed to step 606. At step 606, a call grabber service that is
provided by one or more application servers may be initiated.
In one potential embodiment, the call grabber service may be
initiated by entering a service code on the device to which the
call is to be moved (grabbed). If the call grabber service code
is entered on the fixed device, a notification may be sent via
the 3PCC interface to the application server to inform it of the
service request. The application server may then allocate a
TLDN and direct the fixed device’s node (via a 3PCC
response) to deflect the session to the specified TLDN. The
fixed device’s node may respond by redirecting the call to the
TLDN, which ultimately routes to the application server.

Alternatively, if the call grabber service code is entered on
the mobile device, call redirection may be handled using the
method outlined above for originating sessions from a single
identity. Through this method, the call is ultimately routed to
the application server.

At step 608, when application server 106 receives the
incoming call grabber session, it may correlates the incoming
call grabber session to the active session that is to be grabbed.
When invoked from a fixed device, the TLDN may be corre-
lated to the state information stored with the initial 3PCC
notification. This identifies the subscriber, which the applica-
tion server can use to locate the active session. Alternatively,
when invoked from a mobile device, the calling line identifi-
cation (CLI) may identify the mobile DN, which can be
correlated to the endpoint’s active session. Application server
106 may use the mobile DN to locate the active session.
Application server 106 may allocate a TLDN and leverage the
3PCC interface to instruct the node associated with the fixed
device identified by the DN to perform a single-step transfer
to the TLDN. The fixed device’s node may respond by per-
forming the transfer and result in the application server hav-
ing direct control of the initial call.
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At step 610, the application server may then negotiate an
end-to-end media path between the remote party and the
device that is grabbing the call.

At step 612, the subscriber’s other device, which was pre-
viously connected to the session, may be released. It may also
be appreciated that a call may be grabbed multiple times
between fixed and mobile devices by repeating the method
described above.

FIG. 7 is a message sequence diagram showing an exem-
plary process for amobile device grabbing a call/session from
a fixed endpoint according to an embodiment of the subject
matter described herein. Referring to FIG. 7, at step 700,
application server 106 may begin monitoring fixed endpoints
connected to, served by, or otherwise associated with signal-
ing node 102 via the 3PCC interface.

At step 702, fixed endpoint 100 makes a call to destination
subscriber 126, as identified by his or her unified subscriber
identifier.

At step 704, fixed endpoint 100 may send a call setup
message to signaling node 102 that includes the unified sub-
scriber identifier for subscriber 126.

At step 706, in response to receiving the Setup message,
signaling node 102 may send a termination event message to
application server 106 (which was requested by application
server 106 in step 700).

At step 708, signaling node 102 may send a setup message
to fixed endpoint 104 in an attempt to connect the call.

Atstep 710, fixed endpoint 104 may perform DN2 alerting.
For example, the endpoint may begin to ring in order to notify
the user of the incoming call/session.

At step 712, fixed endpoint 104 may send an Answer mes-
sage to PBX 102.

At step 714, signaling node 102 may send an Answer event
message to application server 106.

Atstep 716, application server 106 may maintain call state
information for a subsequent call grab.

Atstep 718, amedia path may be established between fixed
endpoint 100 and fixed endpoint 104.

At step 720, a call grab request may be received (from
subscriber 126) originating from mobile device 112.

At step 722, application server 106 may send an IP multi-
media routing number (IMRN) to mobile device 112 in
response to the call grab request. The IMRN is a routable
number that points to IMS and has the same structure as an
international ISDN number. When a call is originated by a
user equipment (UE) device in a circuit switched network
(e.g., PSTN 108), appropriate call information associated
with the call may be provided to a CCCF network node
disposed in the IMS network. At the CCCF node, a pool of
E.164 numbers may be maintained as IMRNs which are
mapped to, or otherwise associated with, called party num-
bers. In addition to the IMS-based embodiment shown, it is
appreciated that the subject matter described herein may also
be applied to pre-IMS networks and that the IMS routing
scenario illustrated in FIG. 7 is not intended to be limiting.

At step 724, mobile device 112 may send a call Setup
message that includes the IMRN to MSC 110.

At step 726, MSC 110 may forward the Setup message
including the IMRN to PSTN 108 and, at step 728, PSTN 108
may formulate and send a SIP INVITE message including the
IMRN to application server 106.

At step 728, application server 106 may send a Single Step
Transfer message, for transferring subscriber 126 to the
IMRN, to PBX 102. It is appreciated that while an IMRN (or
similar mechanism) may be used both for routing call
between MSC 110 and application server 106, as well as
between application server 106 and PBX 102, this does not
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necessarily mean that the IMRN has to be the same in both
cases. Steps 726 and 728 may be independent of one another.

In response, at step 730, signaling node 102 may send a
Release message to fixed endpoint 104.

Additionally, at step 732, signaling node 102 may send an
INVITE message including the IMRN to PSTN 108.

At step 734, PSTN 108 may forward the INVITE message
including the IMRN to application server 106.

At steps 736 and 738, application server 106 may negotiate
an end-to-end media path between fixed endpoint 100 and
(subscriber 126 at) mobile device 112.

FIG. 8 is a message sequence diagram showing an exem-
plary process for a fixed endpoint grabbing a call/session
from a mobile device according to an embodiment of the
subject matter described herein. Referring to FIG. 8, at step
800, fixed endpoint 104 may send a Setup message to signal-
ing node 102 that includes a Call grab service code.

At step 802, signaling node 102 may send an INVITE
message, including the call grab service code, to PSTN 108
and, at step 804, PSTN 108 may forward the INVITE mes-
sage to application server 106.

At step 806, application server 106 may begin the process
of releasing the call leg to the mobile device.

At step 808, application server 106 may begin the process
of negotiating an end-to-end media path.

The call leg release process referenced in step 806 may
begin, at step 810, when application server 106 sends a
Release message to PSTN 108.

At step 812, PSTN 108 may forward the Release message
to MSC 110 and, at step 814, MSC 110 may forward the
Release message to mobile device 112.

The media path negotiation process referenced in step 808
may result in, at step 816, a media path being established
between fixed endpoint 100 and fixed endpoint 104 (because
subscriber 126 grabbed the call using their fixed endpoint 104
in this scenario).

It will be understood that various details of the subject
matter described herein may be changed without departing
from the scope of the subject matter described herein. Fur-
thermore, the foregoing description is for the purpose of
illustration only, and not for the purpose of limitation, as the
subject matter described herein is defined by the claims as set
forth hereinafter.

What is claimed is:

1. A method performed by an application server (AS) that
supports a third-party call control (3PCC) interface for uni-
fying fixed and mobile devices via third party call control, the
method comprising:

detecting a call from an originating endpoint, wherein the

call is addressed to a unified subscriber identifier asso-
ciated with a terminating subscriber, wherein the termi-
nating subscriber is associated with two or more termi-
nating endpoints;

offering the call to each of the terminating endpoints by

initiating signaling to each of the terminating endpoints
using the 3PCC interface;

detecting a first one of the terminating endpoints used to

answer the call;

redirecting the call to the first terminating endpoint used to

answer the call;

sending signaling messages to all remaining ones of the

terminating endpoints other than the first terminating
endpoint for instructing the remaining terminating end-
points to release resources associated with the call;
receiving an indication that the terminating subscriber
wishes to terminate the call at a second terminating
endpoint that is different from the first terminating end-
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point, wherein receiving the indication includes receiv-
ing a service code from the second terminating endpoint,
the service code identifying a call grabber service as part
of a setup message;

initiating the call grabber service for invoking a call grab-

ber session;

correlating the call grabber session to the call;

negotiating an end-to-end media path between the origi-

nating endpoint and the second terminating endpoint;
connecting the call between the originating endpoint and
the second terminating endpoint; and

sending signaling messages to the first terminating end-

point for instructing the first terminating endpoint to
release resources associated with the call.

2. The method of claim 1, wherein offering the call to the
two or more terminating endpoints includes offering the call
to at least one of a mobile endpoint and a fixed endpoint.

3. The method of claim 1, further comprising paging and
alerting at least one of the terminating endpoints.

4. The method of claim 1, further comprising maintaining
state information for a session associated with the call such
that the state information is visible to services running on the
application server.

5. The method of claim 1, further comprising allocating a
temporary location directory number (TLDN) to a call grab-
ber session and instructing a signaling node to transfer the call
grabber session to the specified TLDN.

6. The method of claim 1, further comprising registering
interest in termination or origination events by an endpoint
associated with the unified subscriber identifier that includes
requesting notification of events whenever a session origi-
nates or terminates to the endpoint associated with the unified
subscriber identifier.

7. An application server (AS) configured to support a third-
party call control (3PCC) interface, the AS comprising:

a processor; and

a memory coupled to the processor, the memory having

program instructions stored thereon that, upon execution

by the AS, cause the AS to:

detect a call from an originating endpoint, wherein the
call is addressed to a unified subscriber identifier
associated with a terminating subscriber, wherein the
terminating subscriber is associated with two or more
terminating endpoints;

offer the call to each of the terminating endpoints by
initiating signaling to each of the terminating end-
points using the 3PCC interface;

detect a first one of the terminating endpoints used to
answer the call;

redirect the call to the first terminating endpoint used to
answer the call;

send signaling messages to all remaining ones of the
terminating endpoints other than the first terminating
endpoint for instructing the remaining terminating
endpoints to release resources associated with the
call;

receive an indication that the terminating subscriber
wishes to terminate the call at a second terminating
endpoint that is different from the first terminating
endpoint, wherein the indication includes a service
code identifying a call grabber service as part of a
setup message;

initiate the call grabber service for invoking a call grab-
ber session;

10

15

20

25

30

35

40

45

50

55

60

16

correlate the call grabber session to the call;

negotiate an end-to-end media path between the origi-
nating endpoint and the second terminating endpoint;

connect the call between the originating endpoint and
the second terminating endpoint; and

send signaling messages to the first terminating endpoint
for instructing the first terminating endpoint to release
resources associated with the call.

8. The AS of claim 7, wherein the AS is configured to
communicate with one of a private branch exchange (PBX), a
softswitch, or an end-office telephony node.

9. The AS of claim 7, wherein the 3PCC interface includes
one of a technical report (TR)-87 interface or a telephony
application programming interface (TAPI)-based interface.

10. The AS of claim 7, wherein the AS provides uniform
services for the unified subscriber identifier.

11. The AS of claim 7, wherein the unified subscriber
identifier includes one of a directory number (DN) or a uni-
form resource identifier (URI).

12. The AS of claim 7, wherein the 3PCC interface is
configured to register interest in termination or origination
events by an endpoint associated with the unified subscriber
identifier that includes requesting notification of events
whenever a session originates or terminates to the endpoint
associated with the unified subscriber identifier.

13. A computer readable medium comprising computer
executable instructions embodied in a non-transitory com-
puter readable medium that, upon execution by an application
server (AS) that supports a third-party call control (3PCC)
interface, cause the AS to:

detect a call from an originating endpoint, wherein the call

is addressed to a unified subscriber identifier associated
with a terminating subscriber, wherein the terminating
subscriber is associated with two or more terminating
endpoints;

offer the call to each of the terminating endpoints by initi-

ating signaling to each of the terminating endpoints
using the 3PCC interface;

detect a first one of the terminating endpoints used to

answer the call;
redirect the call to the first terminating endpoint used to
answer the call, wherein the first terminating endpoint is
a mobile endpoint;

send signaling messages to all remaining ones of the ter-
minating endpoints other than the first terminating end-
point for instructing the remaining terminating end-
points to release resources associated with the call;

receive an indication that the terminating subscriber wishes
to terminate the call at a second terminating endpoint
that is different from the first terminating endpoint,
wherein the second terminating endpoint is a fixed end-
point and wherein the indication includes a service code
identifying a call grabber service;

initiate the call grabber service for invoking a call grabber

session;

correlate the call grabber session to the call;

negotiate an end-to-end media path between the originat-

ing endpoint and the second terminating endpoint;
connect the call between the originating endpoint and the
second terminating endpoint; and

send signaling messages to the first terminating endpoint

for instructing the first terminating endpoint to release
resources associated with the call.

#* #* #* #* #*



